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CONSTRUCTION DETAILS

K. USE EXISTI
L. USE EXISTI
0. USE EXISTING PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTONS (2)
R10-4(1) (2) SIGNS FOR CROSSING “CARROLL AVE® AND "ETHAN ALLEN AVE”. INSTALL

2 WIRE NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH 5 IN. x 7 IN. SIGN
SIZE., BLACK FACE PLATE OPTION “A’, INSTALLED WITH VIBRATING ARROW POINTING
RIGHT., BRAILLE TEXT AND R10-4(1) SIGN (SIGN TO READ “PUSHBUTTON TO CROSS ETHAN
ALLEN AVENUE"). A NEW '/, INCH HOLE SHALL BE DRILLED INTO THE STEEL POLE FOR
THE WIRING. DISCONNECT EXISTING PUSHBUTTON ELECTRICAL CABLES. REMOVE EXISTING
PEDESTRIAN PUSHBUTTONS (CLEAN EXISTING DRILLED HOLES FOR WIRING WITH BRUSH AND
SPRAY COLD GALVANIZING COMPOUND ON THE AFFECTED AREAS) AND CONNECT ELECTRICAL
CABLE TO NEW AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON.
USE EXISTING BASE MOUNTED CABINET AND CONTROLLER AND
UNIT IN CABINET.

REMOVE EXISTING CONCRETE SIDEWALK. INSTALL 2
ELECTRICAL CONDUIT (TRENCHED) AND REPLACE 4 IN. CONCRETE SIDEWALK.

REMOVE EXISTING BRICK PAVERS., INSTALL 2 IN. SCHEDULE 80, POLYVINYL CHLORIDE
ELECTRICAL CONDUIT (TRENCHED) AND RESET BRICK PAVERS.

NG CONDUIT.
NG HANDHOLE.
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GENERAL NOTES

7. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS
ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO

THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE
FIELD. [F THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN

UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR. THE CONTRACTOR

- =

SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE
CONFLICT MAY BE RESOLVED.

REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE FROM EXISTING
CONDUIT.

SCALE: 1" = 15'
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PHASING NOTES:
t. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSQOCIATED BY A DASHED LINE WILL QPERATE CONCURRENTLY.

RIGHT-OF-WAY LINE

Hﬁf&%gg%ggi;ggﬁD S. USE EXISTING PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON AND R10-4(1) SIGN. NATURAL FOODS
POINTING LEFT) INSTALL 2 WIRE NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH 5 IN. x 7 IN. SIGN
SIZE. BLACK FACE PLATE OPTION “A’. INSTALLED WITH VIBRATING ARROW POINTING LEFT. BRAILLE :
NAVIGATOR AUDIBLE ¥ TEXT AND R10-4(1) SIGN (SIGN TO READ ”“PUSHBUTTON TO CROSS CARROLL AVENUE”). A NEW '~ SPECIAL NOTES:
PEDESTRIAN SIGNAL it [INCH HOLE SHALL BE DRILLED INTQ THE STEEL POLE FOR THE WIRING. DISCONNECT EXISTING
PUSHBUTTON WITH BLACK \\ PUSHBUTTON ELECTRICAL CABLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON (CLEAN EXISTING 1. THE TACTILE ARROWS FOR THE AUDIBLE PEDESTRIAN SIGNAL
§#%55%31%ég%&$$59 DRILLED HOLE FOR WIRING WITH BRUSH AND SPRAY COLD GALVANIZING COMPOUND ON THE AFFECTED PUSHBUTTONS SHALL BE LOCATED PARALLEL TOQ THE CROSSWALK
POINTING LEFT, AREA) AND CONNECT ELECTRICAL CABLE TO NEW AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON. FOR WHICH THEY APPLY.
T. INSTALL 10 FT. (TO BE CUT JUST ABOVE PUSHBUTTON) BREAKAWAY PEDESTAL POLE WITH
2-WIRE NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH 5 [N. x 7 IN. SIGN SIZE, 2. THE CONTRACTOR SHALL COORDINATE CONSTRUCTION WITH CITY
;@gﬁ;ﬁﬂ&A&%@iﬁ BLACK FACE PLATE OPTION A’ INSTALLED WITH VIBRATING ARROW POINTING LEFT. BRAILLE OF TAKOMA PARK STREETSCAPE CONTRACTOR. THE CONTRACTOR
PUSHBUTTON WITH BLACK TEXT AND R10-4(1) SIGN (SIGN TGO READ “PUSHBUTTON TO CROSS CARROLL AVENUE”). (INSTALL SHALL CONTACT 1!ONA BLANCHARD AT (301) 891-7205 TO
FACE PLATE (NSTALLED 2-2 IN. SCHEDULE 80, 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN PEDESTAL COORDINATE CONSTRUCTION ACTIVITIES SCHEDULE. THE TRAFFIC
WITH VIBRATING ARROW BASE. ) SIGNAL EQUIPMENT SHALL BE INSTALLED AT THE SAME TIME AS
POINTING RIGHT) U. INSTALL 10 FT. (TO BE CUT JUST ABOVE PUSHBUTTON) BREAKAWAY PEDESTAL POLE WITH 2-WIRE THE STREETSCAPE IMPROVEMENTS.
= NAVIGATOR AUDIBLE PEDESTRIAN SIGNAL PUSHBUTTON WITH 5 IN. x 7 IN. SIGN SI1ZE, BLACK
FACE PLATE OPTION ‘A’ INSTALLED WITH VIBRATING ARROW POINTING LEFT. BRAILLE TEXT AND
R10-4(1) SIGN (SIGN TG READ "PUSHBUTTON TO CROSS ETHAN ALLEN AVENUE“). ( INSTALL TSP-2
2-2 IN. SCHEDULE 80s 90 DEGREE POLYVINYL CHLORIDE ELECTRICAL CONDUIT BENDS IN REVISIONS APPROVALS P ‘
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